
 

 

Kazanorgsintez PC-022 Polycarbonate 

 

 

 

Production Method: Obtained by means of polycondensation method. Application: Intended 

for product manufacture by method of die-casting.Information Provided by Kazanorgsintez. 

 

English 

 

Metric 

 

Properties 

 

ng/10 mi 24 - 20 

 

ng/10 mi 24 - 20 

 

wMelt Flo 

 

ips 7980 >= 

 

aMP 55.0 >= 

 

dTensile Strength, Yiel 

 

%>= 50  

 

%>= 50  

 

kElongation at Brea 

 

²lb/inÂ-ft 27.1 

 

²kJ/mÂ 57.0 

 

Izod Impact, Unnotched 

)(ISO 

 

>= 297 Â°F 

 

 

CÂ° 147 >= 

 

tVicat Softening Poin 

 

1.6 - 2.2 % 

 

 

%2.2  -1.6  

 

xYellow Inde 

 

%85  

 

%85  

 

eTransmission, Visibl 

 

1<= 3. 

 

1<= 3. 

 

tDielectric Constan 

 

nkV/i 508 >= 

 

mkV/m 20.0 => 

 

hDielectric Strengt 

 

0<= 0.009 

 

0<= 0.009 

 

rDissipation Facto 

http://www.lookpolymers.com/findproperty.php?pid=1&sx_id=4&value=24&type=4
http://www.lookpolymers.com/findproperty.php?pid=1&sx_id=4&value=20&type=3
http://www.lookpolymers.com/findproperty.php?pid=1&sx_id=4&value=24&type=2
http://www.lookpolymers.com/findproperty.php?pid=1&sx_id=4&value=20&type=1
http://www.lookpolymers.com/findproperty.php?pid=2&sx_id=39&value=7980&type=3
http://www.lookpolymers.com/findproperty.php?pid=2&sx_id=39&value=55.0&type=1
http://www.lookpolymers.com/findproperty.php?pid=2&sx_id=276&value=27.1&type=3
http://www.lookpolymers.com/findproperty.php?pid=2&sx_id=276&value=57.0&type=1
http://www.lookpolymers.com/findproperty.php?pid=3&sx_id=115&value=297&type=3
http://www.lookpolymers.com/findproperty.php?pid=3&sx_id=115&value=147&type=1
http://www.lookpolymers.com/findproperty.php?pid=8&sx_id=75&value=508&type=3
http://www.lookpolymers.com/findproperty.php?pid=8&sx_id=75&value=20.0&type=1

